%" R

16" MIN.

W R

_ 2" R

20"

NOTE:

CONCRETE_CURBAN

:TOP OF PAV'T

el

CONCRETE CURB TYPE "C”

PAV'T REINFORCMENT

(IF REQUIRED)

-“d
-«

" #4 BARS x 3'-0"

SPA. 2'-6" C. TO C.
INTEGRAL_CONCRETE CUR

~TOP OF PAV'T

7 %"
1

FOR USE ONLY WITH —
THE APPROVAL OF THE
CITY ENGINEER

e
AP I
. PR <4 - .
T
" . a: e A
6" Min, T S
RS :
W . .

COMB. CONC. CURB & GUTTER — MODIFIED/N

COMB. CONC. CURB & GUTTER TYPE "A"

8"

1:»
———

15"

Slope of Drai

r—

FOR SUPER ELEVATION
SECTIONS

PREPARED BY: DLZ INDIANA, LLC
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o §\\“\\“‘f\g£;w//’%
N \STE %
MINIMUM CURB RADHI AT STREET £ : 19800103 ‘
INTERSECTIONS SHALL BE 15 S\ smEoF Jo S
6" CURB 8" CURB FEET. ALL CONCRETE CURB AND X %.Qy;é‘:g
" e e SIDEWALK TO BE CONSTRUCTED Iy SIONR. <§\\é
OF CLASS "A" CONCRETE. Sy
R 2" 13"
¢l / / / 67
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#5 DEFORMED BAR
5'-0" c-C
APPROX. 7" LONG

#5 BAR CONT.

1 —
I'\/\ EXIST. CURBJ\i

| ERE
L Ll -4 0 4
@ = SO
§ al2 o T
a W R .
1” SURFACE z =~ =
OVERLAY © , s vy '
—1—>__L_= ] “"_4 :_
1 " [ . 1.
T

EXIST. PAVEMENT
AFTER ROTO MILL

NOTE:

1. SAW CUT CONTROL JOINT EVERY 10'—-0" C-C.

2. CLEAN TOP OF CURB BEFORE CAPPING.

3. 4” MIN. CURB CAP DEPTH, IF LESS THAN 4"
REMOVE TOP OF EXISTING CURB.

RB CAPPI Al

K
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3 D Ll
% i &
= / > < 3
=~ \“P
z <
TYPE | B u ¥
CURB k| || ]2 D
RAMP B g STOP BAR —
\ TYPE 1| CURB
& MiN—A pallh \ RAMP
SIDEWALK o
0
So A
‘ X D < < =\
TREELAWN‘
EDESTRIAN —
CROSSWALK
ARTERIAL STEET / MARKINGS
2°x4’ ARMOR TILE PANEL;
COLONIAL RED COLOR NO.
20109, OR APPROVED
EQUAL AS DETECTABLE SIDEWALK CURB RAMP LOCATION PLAN
WARNINGS WITH TRUNCATED
DOMES REQUIRED ON ALL
CURB RAMPS » » " }
RAMP GROOVES \ 2 ) 2" 2 |
REQUIRED ON ALL CURB | | | |
RAMPS. SEE DETAIL —V \/ \/ WV
v /]
0.3" |-
%" PREFORMED DETAIL OF RAMP GROOVES
JOINT FILLER
SIDEWALK SLOPE 50:1 MAX e
- DETAIL *C
5 . SLOPE 12:1 —

SIDEWALK | 68 MIN \

.....

o ALL (;‘:URB RAMPS SHALL %" PREFORMED ~—
BE 6” CONCRETE JOINT FILLER
SECTION A—A
FLUSH ——MAINTAIN GUTTER
LINE DRAINAGE
-— 1" THROUGH
\ f DEPRESSED CURB
' '. B V.<~ 4 o
?\/7\?.'-‘1' et
N T 7T SLOPE 12:1 MAX 5’ SLOPE 12:1 MAX
NKLLLLLLLKAK - - |
DETAIL "C” SECTION B-—B
PREPARED BY: DLZ INDIANA,LLC
WY
SIDEWALK CURB RAMP — TYPE | SO0 AT,
§\§$ﬁ:srtfﬁ ///%
ES&' € No. E3
= H 18800103 =
NOTE: ]

aw
33

1.) FOR GENERAL NOTES SEE SHEET Iil—2A.

W
N

AN
/ » §S
‘%y?”“ G\\\\\§

m

N

ONAL
2.) ALL CURB RAMP DIMENSIONS BASED ON 6" iy

CURB HEIGHT AND SHALL BE PROPORTIONALLY 6‘_/(

ADJUSTED FOR OTHER CURB HEIGHTS.
2357
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SIDEWALK CURB RAMP
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GENERAL NOTES:

RAMP GROOVES REQUIRED

—MAINTAIN GUTTER

LINE DRAINAGE
1"  THROUGH
DEPRESSED CURB

a4 -

IR

NOTE: ALL CURB RAMP
DIMENSIONS BASED ON 6” CURB
HEIGHT AND SHALL BE
PROPOSIONALLY ADJUSTED FOR
OTHER CURB HEIGHTS.

ON ALL_STANDARD CURB FLUSH
- L
_ il
}é" P 7\7T' . R ]
JOINT FILLER \//\\/._ .
A
NARXAX
EETAI )!C”
COARSE
FINISH , BROOMED
ALL RAMPS SHALL BE 6" FINISH
CONCRETE 2'x4’ ARMOR TILE PANEL, COLONIAL
RED COLOR NO. 20109, OR
APPROVED EQUAL AS DETECTABLE
WARNINGS WITH TRUNCATED DOMES
REQUIRED ON ALL CURB RAMPS
DETAIL "CZ - SIDEWALK SLOPE 50:1 MAX 5
\ SLOPE 12:1 4’ MIN . | L | (4'MIN)

VARIES 5' TQ 8’

PREFORMED

PLOPE 12:1 MAX

SECTION A—A

JOINT FILLER

SECTION B-B
SIDEWALK CURB RAMP — TYPE ||

1.

- WHEN THE INTERSECTION IS NOT SIGNALIZED, SIDEWALK RAMPS SHALL BE PLACED ON THE

. THE AMERICAN WITH DISABILITIES ACT OF 1990 (ADA) REQUIREMENTS (AND ANY CURRENT SUPLEMENTS

CURB RAMPS ARE TO BE LOCATED AS SHOWN ON THE PLANS OR AS DIRECTED BY THE CITY
ENGINEER.

SURFACE TEXTURE OF THE RAMP SHALL BE THAT OBTAINED BY A COARSE BROOMING, TRANSVERSE TO

THE SLOPE OF THE RAMP, AND GROOVES SHALL BE CONSTRUCTED BEHIND DETECTABLE WARNING
PANEL.

EXPANSION JOINTS FOR THE RAMP SHALL BE A MAX. %" WIDE. THE TOP OF THE JOINT FILLER FOR
ALL RAMP TYPES SHALL BE FLUSH WITH ADJACENT CONCRETE.

THE ACCEPTED QUANTITIES OF SIDEWALK RAMPS WILL BE PAID FOR AT THE CONTRACT PRICE PER SYD.
FOR CLASS "A" CONCRETE FOR SIDEWALK.

SIDEWALKS SHALL BE RAMPED WHERE THE DRIVEWAY CURB IS EXTENDED ACROSS THE WALK, BUT NO
DETECTABLE WARNINGS ARE REQUIRED AT DRIVE RAMPS.

CARE SHALL BE TAKEN TO ASSURE A UNIFORM GRADE ON ALL RAMPS, WITH NO BREAKS IN GRADE.
DRAINAGE STRUCTURES SHALL NOT BE PLACED IN LINE WITH RAMPS. LOCATION OF THE RAMP
SHOULD TAKE PRECEDENCE OVER LOCATION OF DRAINAGE STRUCTURE, EXCEPT WHERE EXISTING
DRAINAGE STRUCTURES ARE BEING UTILIZED IN THE NEW CONSTRUCTION.

THE NORMAL GUTTER LINE PROFILE SHALL BE MAINTAINED THROUGH THE AREA OF THE RAMP.

CROSSWALK AND STOP LINE MARKINGS, IF USED, SHALL BE SO LOCATED AS TO STOP TRAFFIC 4 FEET

0 TO 6

SHORT OF RAMP CROSSINGS, IN ACCORDANCE WITH MANUAL FOR UNIFORM TRAFFIC CONTROL DEVICES.

. RAMPS SHALL BE PROVIDED AT ALL CORNERS OF STREET INTERSECTIONS WHERE THERE IS EXISTING
OR PROPOSED SIDEWALK AND CURB. RAMPS SHALL ALSO BE PROVIDED AT MID—BLOCK WALK
LOCATIONS IN THE VICINITIES OF HOSPITALS, MEDICAL CENTERS, AND ATHLETIC STADIUMS.

RESIDENTIAL STREETS ONLY. WHEN INTERSECTION IS SIGNALIZED, SIDEWALK RAMPS SHALL BE PLACED
ON BOTH RESIDENTIAL STREET AND ARTERIAL STREET SIDE.

THERETO) EXCEED THE CITY OF MISHAWAKA ENGINEERING STANDARDS, THE AMERICAN WITH DISABILITIES
ACT OF 1990 (ADA) STANDARDS SHALL SUPERCEDE THE CITY OF MISHAWAKA ENGINEERING STANDARDS.

PREPARED BY: DLZINDIANA,LLC
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NOTES:

* SIDEWALK THICKNESS TO BE MIN. 6” THROUGH DRIVEWAYS (REFER TO DRIVEWAY APPROACH

. SIDEWALK 4'—0" MIN.

. UTILI

TY STRIP PAVEMENT

SLOPE 50:1 MAX.

2’

0" MIN.

4
N RRIRIELRIRGE,
\ \\\\\ ......... NN
A SRR

SECTION THROUGH SIDEWALK

WITH UTILITY STRIP

SIDEWALK 6'—0" MIN.

PAVEMENT

SLOPE 50:1 MAX.

W

NSNS

R

SECTION THROUGH SIDEWALK
ADJACENT TO CURB

TRANSVERSE JOINT

6’ MAX.

o

. 2 af

X R
O O N e
7

....................
,/./.\. RN

1/2” PREFORMED EXPANSION JOINT FILLER

5'—0"

8w

48" MAX.

4%

Ll

CLASS "A” CONCRETE — 6 BAG MIX.

TRANSVERSE JOINTS SHALL BE CUT WITH A JOINTER HAVING A RADIUS OF %" AT SPACING

CONCR IDEWALK

AS INDICATED OR DIRECTED BY THE ENGINEER.

IF LATEST AMERICAN WITH DISABILITIES ACT (1990 ADA) REQUIREMENTS EXCEED THE CITY OF
MISHAWAKA ENGINEERING, THE AMERICAN WITH DISABILITIES ACT STANDARDS SHALL

SUPERCEDE THE CITY OF MISHAWAKA ENG

DETAILS.)

INEERING STANDARDS.

PREPARED BY: DLZINDIANA, LLC
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FLUSH WITH
FINISHED SURFACE '\

PY I TN 4 AN PR I
o 4 P -4\ /‘ AL /—CONCRETE SIDEWALK

J\CURB BOX SLEEVE

/—CURB BOX

Da By

/—VALVE EXTENSION ROD

/SERVICE LINE

CURB STOP WITH VALVE

NOTES:

N o opu Nz

REMOVE CAP. (UNSCREW CAP)
IF REPLACEMENT OF THE CURB BOX SLEEVE IS REQUIRED, CONTACT THE MISHAWAKA UTILITIES WATER
DIVISION (TEL. 574-—-258-1652) FOR ALLOWABLE TYPE, BRAND AND SIZE CURB BOX SLEEVE.

. SLIDE SLEEVE OVER BOX.
. REPLACE CAP.

IF BOX IS HIGH OR LOW, IT WILL SLIDE UP OR DOWN SIX INCHES (6"). IF YOU ARE UNABLE TO ADJUST,
CALL THE MISHAWAKA UTILITIES WATER DIVISION FOR ASSISTANCE.

ONCE THE BOX IS SET, WRAP A PLASTIC BAG AROUND THE BOX SLEEVE. THIS WILL AVOID CONCRETE FROM
RUNNING INTO THE BOX. WHEN CONCRETE IS DRY, CUT PLASTIC WITH KNIFE AND REMOVE.

. IF YOU ENCOUNTER ANY PROBLEMS, CALL THE WATER DIVISION BEFORE POURING SO THEY MAY MAKE

CORRECTIONS. IF SIDEWALK REMOVAL IS REQUIRED TO CORRECT OR REPLACE THE BOX SLEEVE, THE
CONTRACTOR WILL BE CHARGED FOR SIDEWALK REMOVAL AND REPLACEMENT.

PREPARED BY: DLZ INDIANA, LLC
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C\ 1.5' _
VAR Y
o & COVER SHALL BE
17 FLUSH WITH PROJECT TYPE
SURFACE OR AND THICKNESS
FINISHED GRADE OF SURFACE
1.5 1.5’ ,
NN N } . | ! U :
N ) * 4-"' '4' .~¢.
/ / /// e "//.'4 o a /—8”CONC,
__.// \ Doe | ) .
SCREW TYPE
VALVE AND STAY L] \/l/ \
PUT COVER T =
—_~ E; L COMPACTED
4 SUBGRADE
g o
VALVE BOX TO — | S
BE AMERICAN 2 |
TRENCH BOX
\ T N
1
=
[T
o
Ll Q
o
N N\ e
S \
e | | CONC. SUPPORT
Z0 /
1 & a
- o]y [ Al 1
NoT VALVE CONC. SUPPORT VA,_VE/ FREFRRES 57 TG

IF REPLACEMENT OF THE VALVE BOX IS REQUIRED, CONTACT THE MISHAWAKA UTILITIES WATER
DIVISION (TEL. 574—258-1652) FOR ALLOWABLE TYPE AND SIZE OF VALVE BOX.

SR G L, e,
K. //é'g\ 87&0“5\%

\

2. VALVE BOX SHALL BE AMERICAN TRENCH BOXES, NO SUBSTITUTES ARE ALLOWED. £/ w0
3. CONTRACTOR SHALL VERIFY PROPER BURY DEPTH AND CORRESPONDING BOX DEPTH THAT MATCHES. ¢ ™ perotooss2 *
4. VALVE BOX SHALL BE FIRMLY SUPPORTED AND SHALL BE PLACED CENTER AND PLUMB OVER THE i3l &

WRENCH NUT OF THE VALVE. KN A
5. INTERIOR AND EXTERIOR SURFACES OF THE BOX SHALL BE PAINTED WITH HOT PITCH VARNISH. 0O
6. IF YOU ENCOUNTER ANY PROBLEMS, CALL THE WATER DIVISION BEFORE POURING SO THEY MAY " VAL s

MAKE CORRECTIONS. IF SIDEWALK OR ROADWAY REMOVAL IS REQUIRED TO CORRECT OR REPLACE

THE BOX SLEEVE, THE CONTRACTOR WILL BE CHARGED FOR THE SIDEWALK OR ROADWAY REMOVAL

AND REPLACEMENT. Y / 24 / o7
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NG\ 1. SECTION CORNERS SHALL NOT BE REMOVED
VIR OR RESET WITHOUT PRIOR NOTIFICATION OF
>\\/// ' // \// THE ST. JOSEPH COUNTY SURVEYOR.
NN LI\
A/ 7R
MOMUMENT COVER INSTALLATION
13” . 9”
= 7 COVER TO BE MACHINED
‘——V TO FIT SECURELY
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Ij | + 1”
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